
 

Complete Hookover 

Pig Pen Waterer 

Installation Instructions 

Setting up your versatile Hanging Pig Waterer is easy! 

We found this is the easiest way to assemble your Hanging Pig Waterer: 

1. Attach the pen waterer to the 18” long brackets at the desired height 

using the waterer hardware package included.  All wing nut closures 

make this even easier! 

 

2. Install the pen hooks at the appropriate height on the vertical pen 

brackets.  Depending on how the top of your pen is set up you have 

several options: 

 

• The bolts included with the hooks are long enough to use with (at 

the same height as) the waterer if you want the top of the waterer 

above the top of the pen wall or panel (see photo below).   

*If you want the waterer higher, do not install the hooks too far 

below the bottom hole of the waterer itself. 

 

• You can install the hooks so the long bolt sticks out under the rail 

you are hooking them onto (pictured to the left). 

 

• If you are installing your system on a solid wooden board you can 

flip the bolts around so they stick out on the same side as the 

waterer. 
 

3. Attach one (1) of the cross brace 

brackets to the backside of the 

hanging brackets right underneath 

the waterer using the provided 3” 

Hex bolt, flat washer & hex nut (as 

pictured to the left). 

  

4. Hang your Pen Station.  After making 

sure everything is adjusted the way 

you want it, attach the 2nd brace 

bracket to the outside of the stall 

panel and tighten it down using the 

provided flat washer and wing nut.   

 

NOTE: You can also use your Brace Brackets vertically if you have a pen that has horizontal 

stall rails (see photo to the right).  For your convenience we offer an Extra Hardware 

Kit as an optional Add-on when you purchase your Hanging Pen Waterer from our 

website.  Our extra Hardware kit includes (2) 3” 5/16 hex bolts, (4) 5/16 Flat Washers, 

and (2) 5/16 Wing Nuts.  


